























PD25 - PD50

Premium Drive PD25 - PD50

Suit Machine Types: 24 to 50 tonne

Tele-handlers, truck cranes, front end loaders, wheeled loaders, back hoes, excavators up to 50 tonne.
Built Digga tough for tough machines. Digga Auger Drives are suitable for screw anchoring,
core barrelling, drill rigs, deep drilling and foundation drilling

Features:

* High Quality Australian made Digga Gearbox

* Fitted with 6K Digga/Eaton Bell motor

e Full factory backed 3 year warranty
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Specifications
o Overall Length 1316mm
Powered by Diameter 355mm
355mm Weight (no frame/hitch) 310kg
PD25 PD30 PD40 PD50
Min Rec Flow 140 Ipm 150 Ipm 150 Ipm 150lpm
Max Rec Flow 230 Ipm 230 Ipm 230 Ipm 230lpm
Max Torque (Nm) @ 240 bar 25,800 30,300 32,700 38,400
STD Output Shaft #5 100mm Square 100mm Square 100mm Square 100mm Square
Recommended Auger Diameter I I
Recommended Auger A10/A11 A10/A11 A10/A11 A10/A11
Max Auger Dia Clay/Shale* 1500mm 1500mm 1800mm 1800mm
Max Auger Dia Earth* 1800mm 1800mm 2000mm 2000mm
PD25 PD30 PD40 PD50
Lpm RPM Bar Nm Lpm RPM Bar Nm Lpm RPM Bar Nm Lpm RPM Bar Nm
140 21 165 17,750 150 19 165 20,850 150 18 165 22,500 150 15 165 26,400
150 22 175 18,850 160 20 175 22,100 160 19 175 23,900 160 16 175 28,000
160 24 185 19,900 170 21 185 23,350 170 20 185 25,250 170 17 185 29,600
170 25 195 21,000 180 23 195 24,600 180 21 195 26,600 180 18 195 31,200
180 27 205 22,050 190 24 205 25,900 190 22 205 27,950 190 19 205 32,800
190 28 220 23,650 200 25 220 27,800 200 23 220 30,000 200 20 220 35,200
200 30 240 25,800 210 26 240 30,300 210 25 240 32,700 210 21 240 38,400
210 31 220 28 220 26 220 22
220 33 230 29 230 27 230 23
230 34
Standard Shaft Optional Shafts
75mm Long Square Drive 75mm Long Square Drive 110mm Square Drive
G - 22mm g pin G - 22mm g pin @S - 22mm g pin G - 22mm g pin
O 100mnI O 75mmI O 75mmI O 110mw1
B Ea—

‘ 100mm‘ ‘ | ¢ 77mm ‘ ‘ L%‘

‘ 200mm, ‘

- L
200mm 127mm 240mm 250mm

L

YOUR LOCAL
AUTHORISED
DEALER  §




